
BUILDING 4294

Building 4294 was constructed in I932 as a veterinary office. It’s current use is
unknown; all openings have been boarded up.

This is a small building, -~ith evidence of previous carrier pigeon cages on the south
side. These cage openin~ are failing due ~o removal of their frames. The
replacement roofing is also in poor condition probably due to vandalism.



1987 PHOTO

BUILDING 4294



CONDITION SURVEY DATA SHEET

BUILDING 4Z~’~~

SIGNAGE
DRAINAGE & GRADING
LIGHTING
PLA.NTLNG

CON~ WALL
CONfaB PIERS
SKIRTLNG

WOOD SIDING
CONC~.A~_.
SI~JCCO
CONCR~I]=/STONE FACE
MASON"~Y
PAI~’f
WOOD TRIM

METAL~
SIDING

COMPOSrI~ON
BUILT-UP
METAL
TTTE
HASHING

ROOF ACCESSORIES

i
¯

L
iA I

0 @ JO
@
@ O ~ @ I

IF

A

BELL TOWER

~l-llC VENTS
Gurlv_~ -6-~’T-~
SCUPPER BOXES
DOWN~b’FS ¯ @
MISC. I~21k~IF, ATIONS

WOOD PANEL O @.~
FLUSH WOOD
FLUSH ~ErAL
GLA~ LIGHTS
HARDWAI~
TRANSOM
WOOD OVERHEAD @
METAL OVERHEAD

WOOD DOL~LEHUNG @
WOOD CASeMEnT
GLASS BLOCK
VINYL
WOOD VENT/HOPPER
WOOD DECORATIVE
WOOD FL~,~
METAL CASF_ME~r
METAL AWNLNG/HOPPER
METAL DECORATIVE
SCREENS/BARS ~ @

ROOFED
ENCLOSED
CONCR~ ~ P..PS
WOOD ~T~’S
GRANI~ ~ ~°S
BRICK PORCH & ~BPS
METAL RAI LLNG
WOOD RAILING
COLUMNS
ROOF BALUSTRADE

METAL

MASONRY @ @
METAL

REM~R~

i

/

,,, ,,,,

.9



BUILDING 4294

CONDITION SURVEY

VETERINARY

1. Footlr~ has been undercut at west side. Has cracked from stress.

2. W’mdow sill is spalled, north side.

3. W’mdows are boarded up.

4. Water damage is evident at eaves.

5. Chimney is soiled; some mortar is missi~

6. Original door is weathered due to ineffective paint coverage~ Surface padlock defaces trim.

7. Roofing tile h~s been severely vae~liTed.

8. Masonry is loose at south wall due to removal of opening frames.

9. Projecting threaded reds are causing rust st~,ns.

10. Original doors are

IL Downspout needs splash block at southeast corner,

12. Downspout is missing at northeast corner.
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MAINTENANCE AND REPAIR NOTES

VETERINARY

BUILDING 4294

1. UNDERCUT FOOTING
a. Rera;n services of s~ e~ to desiga footing uaderpi-nl-g
b. Contract construction.
c,. Verkry compliance with e:o~ne.er’S drawings.

2. SP~H ]~G SILL
a. Remove loose material and remove rust from re, bar if evident.
b. Prime or wet surface as recommended.
c. F~.I~ voids ~ patch;rig compomacL screeding to match orlo~,l form.

3. BOARDED UP WINDOWS
P.~phc, ~sh,:., and ~ to =~tch o "ngl, aL

b. If vandalism is a problem consider the use of window grilles or tempered glass.

4. WATER DAMAGE AT EAVES
a. Determine and correct cause of water dam~
b. Remove portions of members ~ are decayed and patch with new wood.
c. Remove soft mteriaI from members which are slightly deteriorated, and fill voids.
d. Sand, prime and t:mlnr

5. CHLMNEY
Remove soil

b. Repoint mortar to match exisrl,g_
e. Rebuild emlre ehlmney if mortar is soft or sandy.

6. WEATIqng~D DOOR

a. Sand to remove flak~ paint
b. Caulk cracks and horizontal panel jolnr~

Remove hardware and patch damage.
d. Prime door with oll base primer and l~ht with semi-gloss exterior paint.
e. ~ appropriate hardware and deadbolt if desired.

7. ROOFING
a. Replace existing roofing with fired day tile.

8. LOOSE MASONRY
a. Retmild opeafing frames, rigid and level
b. Install in op~-;-~,
c. Remort2tr loosened bricks with mortar matehlng existing color.

F’flt openings as origiaally designed, or design new infin paneL

9. RUSTING RODS
a. Remove if no longer needed.
b. R~aove rust stah~,
c. Fill op¢-;%~ in masoary.

10. DOORS
a. Replace with doors to match original

U. DOWNSPOUT AT SOUTHEAST
a. Provide splash block.

12. DOWNSPOUT AT NORTHEAST
a. Fabricate of.~me profile as orig;n*l
b. Reinstall to gutter.


